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The Custom Message Software allows you to prepare custom made messages on a PC and 
then download them to the test box for later transmissions. The software also enables you to 
decode and view messages transmitted from AIS transponders. 
 
The Custom Message Software can be downloaded from Danphone’s website 
http://www.danphone.com/Default.aspx?ID=48 
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CUSTOM MESSAGE SOFTWARE 
 
The Custom Message Software allows you to prepare custom made messages on a PC and 
then download them to the test box for later transmissions. The software also enables you to 
decode and view messages transmitted from AIS transponders. 
 
The Custom Message Software can be downloaded from Danphone’s website 
http://www.danphone.com/Default.aspx?ID=48 
 
 
Manual 
 
First, select com port and function: 
 

 
 
 
 
  
 
 
 
 
 
 
 
 
 
Functions available: 
 
DSC = DSC message composer 
AIS = AIS message composer 
AIS data = Decode and view messages from AIS transponder 
NMEA = NMEA string composer 
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DSC Message Composer 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Select Format for the DSC message. 
 
Fill in the DSC information you want to transmit. See examples in chapter COMPOSITION OF 
THE DSC CALL of test box manual. Also, refer to Rec. ITU-R M.493 and Rec. ITU-R M.825 for 
more information. 
 
It is possible to save and reload four DSC messages. 
 
Select CUSTOM MESSAGE - GET on the test box and then click “Transfer” to transfer the DSC 
string to the test box. 
  
Press CUSTOM MESSAGE - SEND on the test box in order to transmit the DSC string. 
 
If the DSC string is an AIS-VTS command, press  
AIS TEST –> GMDSS COMM.CH70 –>SEND CUSTOM MSG –> OK  
for transmitting and receiving the answer from an AIS. 
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AIS Message Composer 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Write the Latitude and Longitude position in the fields. It’s only MSG 1, 2 or 3 which are 
available. Please note, that the MMSI number is not the MMSI of the actual AIS transponder but 
the MMSI number sent out from the test box. 
 
Select AIS TEST SEND –> PC on the test box, then click “Transfer” in order to transfer the 
string to the test box.  
 
Press AIS1(2) on the test box in order to transmit the string, via AIS OUT on the test box. 
 
It’s possible to save and reload four AIS messages. 
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AIS Monitor / Message Decoder 
 

 
 
 
Receive = Receive AIS data from the test box 
Save as text = Save AIS data on your PC 
Read TB dump file = Reload and view AIS data stored on your PC 
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NMEA String Composer 
 
 
 
 
 
 
 
 
 
 
 
 
 
Write the NMEA string you want to transfer to the test box. 
 
Click “Generate check” to add checksum. 
  
Select NMEA –>CUST –>PC on the test box, 
 
Click “Transfer” to transfer the NMEA string to the test box. 
  
Press SEND on the test box to transfer the string to the RS232 D-sub on the test box. 
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