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CUSTOM MESSAGE SOFTWARE

The Custom Message Software allows you to prepare custom made messages on a PC and
then download them to the test box for later transmissions. The software also enables you to
decode and view messages transmitted from AIS transponders.

The Custom Message Software can be downloaded from Danphone’s website
http://www.danphone.com/Default.aspx?ID=48

Manual

First, select com port and function:

Select compon and function

Select comport: |1 =

A5 | ﬂ«ISdata| NMEf-'«|

09-08-2010 Exit

Functions available:

DSC = DSC message composer

AIS = AIS message composer

AIS data = Decode and view messages from AIS transponder
NMEA = NMEA string composer




DSC Message Composer

i, DSC Message Composer

Forrmnat Cate-

| | Address gory Self ID
o0 foo oo oo foo Joo foo foo oo Joo foo foo Joo

00 foo foo foo foo Joo foo oo foo foo foo foo
00 foo foo Joo foo Joo foo oo foo foo foo foo
00 foo foo Joo foo Joo foo oo foo foo foo foo

L=e 117,122 or 127 as last digits to send.

Load 1 I Load 2 I Load 3 I Load 4 I Tranzfer
Save 1 I Save 2 I Save 3 I Save 4 I Cloge

Select Format for the DSC message.

Fill in the DSC information you want to transmit. See examples in chapter COMPOSITION OF
THE DSC CALL of test box manual. Also, refer to Rec. ITU-R M.493 and Rec. ITU-R M.825 for
more information.

It is possible to save and reload four DSC messages.

Select CUSTOM MESSAGE - GET on the test box and then click “Transfer” to transfer the DSC
string to the test box.

Press CUSTOM MESSAGE - SEND on the test box in order to transmit the DSC string.
If the DSC string is an AIS-VTS command, press

AIS TEST —> GMDSS COMM.CH70 —>SEND CUSTOM MSG —> OK
for transmitting and receiving the answer from an AlS.




AIS Message Composer

. AlS Message Composer E“E'@

L atitude

Mzg.  MMSInr ROT Pos. acc. Iﬁ"lﬁ 3033 igg{:& Lreu:ding RalM  Comm.state

| 1| 0] 123456783 15| 1281023 0 ECCER 3600 90| eofofafof 1 0
] " West .

ngfa?.t:.r Mav.ztatuz  S00G Longitude COG l—tl.;nrﬁp

Load 1 | Load 2 | Load 2 | Load 4 | Transfer
Save 1 | Save 2 | Save 3 | Save 4 | Close

Write the Latitude and Longitude position in the fields. It's only MSG 1, 2 or 3 which are
available. Please note, that the MMSI number is not the MMSI of the actual AlS transponder but
the MMSI number sent out from the test box.

Select AIS TEST SEND —> PC on the test box, then click “Transfer” in order to transfer the
string to the test box.

Press AIS1(2) on the test box in order to transmit the string, via AIS OUT on the test box.

It's possible to save and reload four AIS messages.




AIS Monitor /| Message Decoder

i AlS Monitor

Save as text Cloge ‘
Message type 1. 2. 3 and 18.
Mzg. Repeat MMSI Mav statuz ROT  SOG: Pz A Latitude Langitude COG: TmeHead UTC  RAIM  Communica.
1 [ofsrommas 15 Ma 0| Low| 57123656M 94'EEEEE 0|Ma 43 (Mot in uze 1]
1 10970010136 15 Ma 0| Low| 57123656M 940'EEEEE 0|Ma 43 (Mot in uze 1]
1 10970010136 15 Ma 0| Low| 57123656M S40'EEEEE 0|Ma 43 (Mot in uze 1]
1 10970010136 15 Ma 0] Low| 571293623M J40EEEE 0|Ma 49 (Mot in uze 1]
1 |0 970010136 15 Ma 0 Low| 571273623M F4IEEEE 0|Ma 49 (Mot in uze ]
1 10970010136 15 Ma 0| Low| 57123787H J40'EEI0E 0|Ma 39 (Mot in uze 1]
1 0] 970010136 15 Ma O Low| 57123638M F4IET1IIE 0|Ma 9 |Mat in use a
Message type 4 and 11. Typeof
Puosziztion fising
20 Fepeat  MMSI: VO MM DD hhmmizs Pos. A Latibude Longitude  device Rl b4 Communica.
Message el4d
Mag Repeat  MMSI: Safety related text: ae typ
(14 [0 [o7o0i013  [SART TEST
14 |0 970010136 |5ART TEST
Message type 5.
Mzg Repeat  MMSL Verindicator MO number  Call sign - Mame [restination Dimension DTE

Receive = Receive AlS data from the test box
Save as text = Save AIS data on your PC
Read TB dump file = Reload and view AIS data stored on your PC




NMEA String Composer

i, NMEA string Composer

MMEA zting, max 45 chr,

$|-HDT.009.0.T

iGenerate u:heu:kE Tranzfer Cloze

Write the NMEA string you want to transfer to the test box.
Click “Generate check” to add checksum.

Select NMEA —>CUST —>PC on the test box,

Click “Transfer” to transfer the NMEA string to the test box.

Press SEND on the test box to transfer the string to the RS232 D-sub on the test box.
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